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APPLICATIONS

KAT, KATK and SAA cable type transformers;
are used for metering and protection purposes. Max.operating voltage is 0.72 kV.
They can be used with fully insulated cables on all voltage level.

Secondary terminals
One of the secondary terminals should be earthed for safety.
Secondary winding of a current transformer must not be operated with an open circuit. It should be 
connected measuring devices before application of primary connection as seen in figure-1.
The secondary winding of current transformer which will not be used must always be short-circuited 
and earthed as seen in figure-2.
For the transformer with reconnectable and/or tapped secondaries, unused terminals must be left 
open as seen in  figure 3.
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If cable type current transformers will be assembled on to isolated HV cable, shielded cable 
should be earthed as seen on figure-4 to be able to prevent effects caused by the possible 

figure-4
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KATK-85/98

TECHNICAL DATA

Rated primary current l
pr

40-2000 A

Rated secondary current l
s

1A, 5A

Rated frequency 50 Hz, 60Hz

Class rated burden 1 - 30 VA

Accuracy class 0,2S, 0,5S, 0,2, 0,5, 1,  5P, 10P

Insulation level 0,72/3/ -kV

Rated short time thermal current (I
th

) 100 x I
n

Insulation class E

Standard IEC, ANSI, VDE, AS, CAN, GOST, etc
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KATK cable type transformers are used for metering and protection 
purposes.

Max. operating voltage is 0,72 kV.

They can be used with fully insulated cables on all voltage levels. 
Those are maintenance free  products on the operation.

KATK cable type transformers have two different kind of base plate 
that allows mounting in any position.

Up to 4 secondary cores.

On request with cable or secondary terminal output.

* KATK-85/98
Reference:120102

* KATK-85/98
Reference:110027

* with secondary terminal
Reference:120103

TECHNICAL DATA




